BAND SAW

1. 
Before using the band saw,

a.
  ask the shop foreman

b.
  check the direction of the grain

c.
  obtain permission of the teacher
d.
  take the guard off

2.
Adjustments are made on the band saw only

a.
  once a week

b.
  when the blade is at a complete stop
c.
  in case a blade breaks

d.
  when it is running slowly

3.
A wide band saw blade must not be used when

a.      cutting thick wood
   c.        cutting soft wood

b.      starting a new cut
   d.
  cutting a sharp curve
4.
Sawing small work or very sharp curves must be done

a.
  on the scroll or sabre saw rather than on the band saw
b.
  by holding the wood in a clamp

c.
  by using slow speed

d.
  on the band saw only when in a hurry

5.
If the blade breaks when using the band saw, first

a.
  turn off the power, wait until the machine stops, and then notify the teacher
b.
  replace it immediately

c.
  shout a warning

d.
  walk away as though nothing had happened

6.
The proper height at which to set the band saw's upper guide above the stock being cut is

a.
  1-1/8 inch

b.
  as close as possible without touching
c.
  1/4 inch
d.
  1/2 inch

7.
Round stock such as a dowel can be safely cut on the band saw

a.
  whenever necessary

b.
  at any time

c.
  only when using a V-block
d.
  when another student assists

8.
To avoid accidents from a broken band saw blade, do not stand

a.
  to the left of the operator

b.
  in front of the operator

c.
  behind the operator

d.
  to the right of the operator
9.
Never back out of a curved cut.




True

False

10.
Never allow your hand to be in the path of the blade.

True

False

11.  
The band saw in this shop is to be used on approved project work only.  It is not used for 
cutting small pieces or just   playing    around  
12.
Never allow your hand closer than 
3-4
“  to the blade.

13.
When cutting sharp curves, you must first cut    relief    
cuts
.










